Milano - Corso Como 11 I

Specifiche tecniche per la produzione di creativita su schermi LED

Immagini Statiche Video

Formato File: JPG, PNG, BMP Rlsoluzione: 320x576 Audio: NO
Rlsoluzione: 320x576 Bitrate: max 3000 Durata: 10 Sec
Dpi: max 90 Formato Colore: RGB Formato File: AVI, MPG,
Formato Colore: RGB Peso: max 100 MB MP4, MOV

Peso: max 10 MB

Il file per la verifica dei requisiti tecnici e 'approvazione del contenutodeve arrivare 10 giorni lavorativi prima della data di inizio campagna.
DEFI non garantisce la corretta esecuzione della campagna qualora non vengano rispettati i tempi indicati al punto precedente.
Nominare il file con il nome del cliente ed inviarlo a: proprio commerciale di riferimento e all'indirizzo materiali@defi-italia.com
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FLYING COLOURS

Milan - Corso Como 11 S

Technical specs for LED screen 2 NS
Images Video
File Type: JPG, PNG, BMP Resolution: 320x576 Sound: NO
Resolution: 320x576 Bitrate: max 3000 Duration: 10 Sec
Dpi: max 90 Color mode: RGB File type: AVI, MPG,

Color mode: RGB Weight: max 100 MB MP4, MOV

Peso: max 10 MB

The file must arrive 10 working days before the campaign starting date.
DEFI does not guarantee the correct execution of the campaign if the times indicated in the previous point are not respected
Name the file with the customer’s name and send it to: your sales and to materiali@defi-italia.com
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