Milano - Via Stephenson, 16 I

Specifiche tecniche per la produzione di teli in PVC

*Punto luce (area visibile): m 12,50 x 5,70 Formato File: PDF/TIFF
Scala: 1:10

o Dpi: 300

*Telo finito: m 13,10 x 6,30 Formato Colore: CMYK

Mantenere sempre le scritte e i loghi all'interno del punto luce di almeno 10 cm perimetrali.
Abbondanza colore su ogni lato a partire dal punto luce.
Testi covertiti in Tracciati

Il file per la verifica dei requisiti tecnici e 'approvazione del contenutodeve arrivare 10 giorni lavorativi prima della data di inizio campagna.
DEFI non garantisce la corretta esecuzione della campagna qualora non vengano rispettati i tempi indicati al punto precedente.
Inviare le creativita tramite ile sharing a: valeria.mauriello@defi-italia.com /costantino.decarlo@defi-italia.com
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Milan - Via Stephenson, 16 ~

Technical specs for the PVC sheets production )

*Visible area: m 12,50 x 5,70 File type: PDF/TIFF
Scale: 1:10

. Dpi: 300

*Total Area: m 13,10 x 6,30 Color Mode: CMYK

Please keep always script and logo within 10 cm all around the visible area
Color abundance on each side starting from the visible area.
Types converted into shape

The file must arrive 10 working days before the campaign starting date.
DEFI does not guarantee the correct execution of the campaign if the times indicated in the previous point are not respected
Send iles via ile sharing at: valeria.mauriello@defi-italia.com /costantino.decarlo@defi-italia.com
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